TASCAM DA-6400/DA-6400dp 





Contents 
NOW TUNCUON If TIFMiWare VELSION 2,20 seis csixcsssxinaccsscienacassinseenscnnnkavevenavenssacadsastentaensennnkavabenakenssicnicantinsdenacannkasetunabenssscaianstintseasensaiesstenaeeies 2 
THE ALE Play MUMICTION: 19 THE SAIS TAKE scssssccarcsiesassennssiovessanseiiesnsdncsventvvaan evasabinucnsesssievauia toavcehesastsnniasénivatesensea die stiuckasan erisauanaieeaiaavants GonderhesentanniasdnevatnnedeandaniennsinnanG 2 
N@wW FUNCTIONS IN TIFMWaAre VEFSION 2.10 scssiicetessiscrcasssscacicsnrendanststerasstsestatasdiacessendansisatieesteentniastartienederdandenatrsis TAIN e TTR 3 
PS ACS TUN OUD S UN OI Ee tesserae ts cncas nae veattsasesic ccc apstcensce avant nes nau ansta vests tub vaucaed eatessstctavoasts eatascudtaascui statues a haseseavacisotbduiant agenda to econssa tas atid 3 
CasCAdie Sats aCe PONE OIA IOI S Che Cia sasscacysoecaestnrccavtsoeraserstevovccvorsaen date ssasvesn xs eatensgevaseg cian volar ieneuse se eeutnaecaia aes esansoon netomat orenaeenas 8 
NGW TUNCTIONS IN HFIMWalre VErSION 2.00 Gicscsssccsvcsssivesesssncnecsiscnnsecstacssascoaneierssnadensnonnndasstansustinnneiarisnenateiinierntiatmeneteei RIERA 9 
PIA VMS UE TUPICU OFT SUNS DOT ECG 5 scesneccssscrayavertavecceseavaciucia vessvianestircxsasieevtasicisoyidavnacdiyaedasta teases vio acide eianhleeanentas gna Grand enteritis eai om NIRA eN HAAR 9 
DSA SF AY MUM NTI ACU Optra careers ens cone veers nv ecede esos pcek st eensaaes eevee van seek vent revatio ones pcre usar bv ved neat enero cpr one a AN sveis 18 
PUTO READY MOMCTON: AG OCG sasvscsarasssicneversnsersasre conan tun sansncoxenorarasieevea estevasa noes ined esnevtyenesannsw tte eyueeesan neteaieesanorx tine reeadianpnerkesnaneasaieeasneeaanari ma inigntan cl sanemeertiatantasen 19 
Support for timecode synchronized playback of all takes in the CUrrent FOIE ou... eesssessesssessssessesscsecsssecsssscsesscsecsssecsesscscassucsssucaseacsecassncsssecseesees 20 
Support for playback of WAV files in 32-bit PCM and 32-bit floating fOrMats...........cccsesecssscsssssscssscsessssscsssecsssscssssssecsssecssssssecassecsescsssacsecassecassscseesees 20 
Tae HIST SOU IAG) HUNTS OVS: AC IGG ssc sctcctstiax’sanainsssssehexssSoszcted costes asides loshunnsciantasaa anuaasTaceasdoahesaresbionsissaalareisendeeh ania aaasehizenmanaenirematanimimaeaaieS 20 
OME SCHESN MICH TUN CTHONS ACOSO wsisssasceccasiesexsesss canvnssannesvonsdesarnshavics ences creasexotsyinsndsiateshnrntsouasbbuneysvoensonsd sacnicestanta'eaneseserepssavestionsdanxeasheetnientiabbenenemsarenacineeants 21 
PA DURE IND ENG Bl OW BAIS gates vasevessviesvecso vnc vives icseanvn tous sasuecsvi assed wvsatv cs sa seve eden eeaaacavon vaciu todos voranisaniesvanrasenes pases yess ey Gavi vioes eeanta aera ret aiealuatoonny ann dtseteonineoeiess 22 
mDNS (Multicast DNS) supported for easy NETWOFk CONNECTION ........csccssssssssssscsscsssecsssscsecssssssssecssssssessssecsssnssessesucsssscsssucsssscsucassucassscaesassucassucaeeasaseaseseaeenss 25 
Two types of VNC server Compressed transMission fOrMats SUPPOFted .......ccecsssessssessssscsessssssscsscsssecsssscsssscsessssucsesscsesseseesssscassncsesassesassucassssseessseescseeaseess 24 
“None” adaed to REC FILE FORMAT menu! FILE NAME SCUCIIG csxcssissucneszssusecasensexaceisreindssnneaseansesnsesasasusnidesncesndebatatsceagsasuassazonssdtdeaneedanasinsodiayeetnansayneendéilineatens 24 
DNTP Mien DaGe TOW SIMO WS ‘CUT IRE Cate ANAC TUNIS gage cscessccsysecisceaceansecnecupe is voxtencssseasseassvesavenectseesurastenesncostvaedeentuerasnivediventenencen eaarantveast eens mes 24 
Current folder name added to INFORMATION Screen ........cssssssssssesssssssssscsssscsessssecsssucsssscsessssucsssucsssscsucsssucasscsssucsucsssscsssscassncsucsesucassscsucscsucsesscssacaecsesucasescaeesees 24 
Marks added automatically at buffer overflows AULING FECOFING.........sssscsssecssscssssssscsssssssssssscsssecsssucsessssessssucassscsssssssssssucassecaessssusscsucassucsesacseeasseeassecaeesees 24 
Change in display when: Master ClOCK 1S MOT LOCKE ssccsgaccacsvicsssassnsnvacsnsesninctsnsansnssecuonsansxontonseiventgeniivennnnsucnssivonesordons llnonsaietdotaners dbesnveasikonsnshdesdnvannbiaovasd cinvestaassonons 24 
Track Names and other metadata added to BEXT chunk data Of BWE fil@S .......ssessssssssssssessssecsssscssssssecsssscsesscsucscsucscsscsesacsecsesecassucaesucseesceucacescaseess 24 
iXML chunk data of Track Names and other metadata added to BWE fil@S....... cc esessessssessssecsssscsecsssscssscsessssucsssscsesscsesssscassscsessssesassusassucseeaceessesecaeeess 24 
NOW TUNCUONS IN TEMWale VEFSION: 1550 isscsscesscincecassciacanssscccnescnsanensavaiecasatantavsiecacsiacisinansuveasensainiaaninndacwasccsinensuvbineesehackanskeaaavenenssnensuvedees 25 
ECA INGA 5 TTC Ol SG saat aca dessvasavesssaeaistennciessicnterain ceases essa tds arene aeanrmisaai en mieenandn eaaraannaneeaenian ai ehenenan a0 
New FUNCTIONS IN TFMWare VErSiON 1.40 sissvecsccssnsccsccssecsccasnscruaseiersdecenscesnniasdeasnensunnensncdedansdeansecenecedansanuassienstadstuiauadeainedeasnnarannteecdnnnie® 27 
TASCAM IF-AN16/OUT analog output interface Card SUPPOrt AA1E|M uuu... essssesssssssecsssscsssessessssecssscsssscsssscsecsssucsesscsesscsucsesscsssscsesscsecsssucaesucseescaeeacascaeeess 2H 
NEW FUNCTIONS IN IFIMWare VELSIONT 1,30 6 iccscsicsssccsnncecccsicccncenvenvascansastatesccvsenticdannesnanvasianacationsacantbedaanasenteetstehetinentieed eaatent RNS 29 
TASCAM DA-6400 Control iPad remote CONtrol APP SUPPOFt AAdE™|d ou... esessssssesecsesesesesecescsesscsescsessssssescscsesseseseseseesesesesessescacsesesaeseacsesseseaesesesseseseaees 29 
TASCAM IF-AE16 AES/EBU interface card Support added.............csscssssssscsssscessscssssssssessecsssscsesscssesssscassessessssssassecsesseasesesseassscassucassacsesaesecsesscaseasascacsseasseeaceass 29 
Function added to synchronize with SMPTE timecode and play the Current take............cssssssssssscsssecscsssecsssssscessecscssssssssesscsssecsssssessssecssseseessseseassecees 30 
VAMPING mode added to repeat playback FUNCTION MOCES.........ccsssssssssessssssssssssssssecsssscsesscsesssscsesscsesssssssssecassucsessssucassucsesucsucssssesssucaesscaeeassucaesscaeeseasensees oa 
Function added to set the input and output signal routing for each individual ChANNE|l............ccessssessesssssssssscsessesssscsecsssscsessssesessesasscseeassesseseesesees a 
On/off setting added for NO SIGNAL error CHECKING FUNCTION ..........ccsssssssssssesssssssssscsessssecsssecsssscsessssucsessssessssucsssscasscsucscsscassucaesussucsssucsesucassscaeasseesesseasesees 33 
Function added that requires pressing and holding the Dutton to Stop recOrding..........cssssscsssssscsssecsssssecsssssscsssecscsssecsssesscessecsssssecsesecscssseessseeseassecess 34 
New FUNCTIONS IM HFMiWare VEFSION: 1.2 Vsssscececsascsencasscscecasscanvcansancasasiencscaisteteeisnds evcascsaenacenseetadecstenaseta evenasashasaaeisentadsasleiente erent annte RENE 35 
Support for the TASCAM IF-DA64 Dante interface Card ......cesessssssessssssessesesscscsessssesessesesssssseesssesecsesessssesecsesesscsesesseaeseesesesseseseseaesseseseseesesseseaeeseaesseseaeeseseaeees 35 
OWNERS Maral ACACIA UM iassesisssasscsccsscensscsnncsvancsvascansetedasnciusecssanseseandoapsensansenscnensutecnensssdeausuudensandedasensunacaaacssduanenvenvassusnseacssntacassnsesesseens 35 
FUE TO A CUO SUS 10 gs acct carcass vcs t ene ci ace ca cece ence scene gee cee BD 
PUINCHOM EXPlanatlON AG GIGIONS AMG) CAINS « sessuscyssosdsoaxssesnsneinrsanesqnteatedneesavesaievenwanivnaayavanssorasiagwvanssanasiesnensanshesivan thonssanadenceansanneenevataamessteemanantaaonammawnaenearinate 35 
PC NST CONS taco es coger cece ees eee 56 


D01283920G 0918.MA-2475C TASCAM DA-6400/DA-6400dp 7 


TASCAM DA-6400/DA-6400dp 


New function in firmware version 2.20 





The following new function has been added in firmware version 2.20. 
@ The theater play function is now supported within the same take. 


Theater play function in the same take 


The theater play function is now supported within the same take. 
Multiple marks for playback starting and ending points can be added to a single take, allowing playback of multiple parts of the same 
take in order. 


Theater play playback ranges in the same take 
The mark points with the following names are the starting and ending points for theater play within the same take. 











Mark name Function 
Start point mark SSKIPPLAY When moving to this mark from a SSKIP mark, playback will continue from this point. 
names SSKIPPAUSE When moving to this mark from a $SKIP mark, playback standby will occur at this point. 





Take playback will end at this mark, and it will move to the next SSKIPPLAY or $SSKIPPAUSE 
mark in the same take. 
If the same take does not have any more $SKIPPLAY or SSKIPPAUSE marks, playback will 


SKIP ; 
End point mark ° continue. 


names NOTE 


Set a SSTANDBY mark to stop playback at a certain point. 
Playback will continue to the end of the take and continue according to the operation 

















No SSKIP eae: 
Operation example 1 
Take range 
Playback range Playback range Playback range 


<}——[T.D}>AA——\§\_. eq“ | cm om i imum -—Jao c$*—x— \qqo_wue |= 








SSKIP SSKIPPLAY SSKIP SSKIPPAUSE SSKIP 
Playback continues In playback standby ] 
Detected, so jump Detected, so jump 


Playback continues because there is no 
SSKIPPLAY/SSKIPPAUSE after this SSKIP 











Operation example 2 








Take range 
Playback range eeaeane range PO i acs: range 
Take 2 
SSTANDBY SSKIP SSKIPPLAY SSKIP SSKIPPAUSE SSTANDBY 
In playback standby Playback continues In playback standby ] 
Detected, so jump Detected, so jump Playback enters standby because 
SSTANDBY detected 
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Display of marks for theater play within the same take 
Marks for theater play within the same take are shown as follows on the Home Screen. 








Mark name Icon 

Fa(white >) 
Fa(green >) 
Eal(green <) 























Inputting names of marks for theater play within the same take 


The names of these mark points can easily be input on the mark name editing screen using the same procedures as existing theater play 
mark points. 


UP ae Hae a 
bd Sok >» 





New functions in firmware version 2.10 


The following new functions have been added in firmware version 2.10. 
@ A cascade function that allows simultaneous recording/playback operations on two units is now supported. 
@ The [HFOQENAT TON screen now shows the cascade status. 


Cascade function support 


A cascade function is now supported. This allows simultaneous recording/playback operations with sample-precise synchronization on 
two units that are connected to the same network. Cascade operation of up to two units is possible with the following simultaneous 
recording/playback channel limits. 


@ When the sampling frequency is 44.1/48 kHz, up to 64 channels on 2 units (128 total channels) 
@ When the sampling frequency is 88.2/96 kHz, up to 32 channels on 2 units (64 total channels) 
Cascade function setup 


Use the CH SCHIVE page added to the menu screen to make cascade function settings and check its status. 


ar hl ae) foete race 19/19 
CASCADE STATUS Cascade OFF 
CASCADE UNITS ia 





CASCADE STATUS 
This shows the cascade status. 





Cascade status ERROR/ALERT classification Contents 


PeSCcade OFF --- The cascade function is off. 





ee Cascade operation is not possible because it is not connected to a 
cae network. 





ae Proper cascade operation is not possible because multiple units are 
oo set to the same cascade slave ID. 





ee Cascade operation is not possible because multiple units are set as 
| the cascade master. 





ms Lost with are The cascade master is no longer able to communicate to one of the 





ere Cascade operation is not possible because no unit set to be a cas- 
oo cades slave could be found on the network. 





eee Cascade operation is not possible because no unit set to be the cas- 
— cade master could be found on the network. 





Cascade synchronization is being prepared. 








The unit is waiting for cascade to be ready. 

















=“ Cascade synchronization is working properly for N number of units. 
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e The cascade status is also shown on the [MF GRMEAT TEM screen. 





INFORMATION 


Ta 
ae Maeecr ern 


i} ee 
eS ere em tt 


2015/04/06 16:22 
a DA Files 
CASCADE STATUS Offline<Duplicate Haster> 





e ' the status | is oe other than asca ade OFF ., the INFO indicator lights red, and an£ » dO LMPORRRA TION orHLek | 
LHFORMET TOM screen appears siti an sori as own below. 


ERROR INFORMATION ALERT INFORMATION 


CASCADE STATUS is OF Fline (Duplicate faster}. Cascade Status is Offline {No Slaves}. 





ATION screen ALERT INFORMATION screen 


e If one of the above cascade errors occurs, recording/playback cannot be started. 


e If one of the above cascade alerts occurs, recording/playback can be started. if the erroris tiff iire 
cascade master unit will operate. 


ies 4, then only the 


CASCADE UNITS 


This shows the IDs of the cascade units recognized by this unit. 
Check whether each device is operating with cascade synchronization by looking atitsCASEAGE STATUS item. 


Example when MASTER and SLAVE-1 devices are recognized: 


MS1 
Example when no devices are recognized: 
NONE 
CASCADE SETUP 
Use this to aa up the cascade function. 
Select CASCADE SETUP, and press the MULTI JOG dial to open a screen where you can change the cascade function settings. 


ar ae) fol: MOVE Cursor 


eh oe I in 
CASCADE ID Whee a 
APPLY 





When on HFFL'Y in the last line, press the MULTI JOG dial to confirm the changed settings and return to the Menu Screen. 
Press the EXIT [PEAK CLEAR] button to cancel the menu operation and return to the Menu Screen. 


CASCADE MODE 
This sets the cascade operation mode. 
oe 
OFF F (default): This disables the cascade function. 
SIH: This enables the cascade function. 


CASCADE ID 


This sets the cascade device ID. 
The cascade ID should always be set to one not used by any other device. 























oo Meaning 
MOST E aoe Sets this unit as the cascade master. 
E-8i Sets this unit as cascade slave 1. 
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Home ecreenil in ucAScACe mode 


When &: 


Cascade status 





> iS not i 


Cascade master unit 


= POD ison, |, the ies a. of Wie Home Screen will appear as follows. 
This will blink ifthe t 


Cascade slave 1 


DA-6400/DA-6400dp 





Off 


No cascade indicator 





PAU sisi Pas 


era Crs 





Normal 





eA ' 





Connecting 





O0fH0Sm ve 
AY 


WRT een 
CASCADE O41 





Error occurring 














ee Ue oes 
BIA ea 


; 00 FHS es 


et a 








Fmt TC SLor2 
A ia 


Fmisi us SLOT2 
RRR aT 





eh! nen name ronmnats in cascade mode 


When ¢: 


Tnnn_<name>_<ID>_TTT_tt.wav 
nnn: Take number 


tt: Channel number 


ILE FORMAT screenFILE WANE 
<ID>: Ghaiscien that show aed: ID (Mist) 
TTT: Number 


MODE is OH, recorded files will be named with the following format. 


setting. 
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Examples: 

Recording file names for cascade master unit Recording file names for cascade slave unit 
T001_TASCAM_M_001_01.wav T001_TASCAM_S1_001_01.wav 
T001_TASCAM_M_001_02.wav T001_TASCAM_S1_001_02.wav 
T001_TASCAM_M_001_63.wav T001_TASCAM_S1_001_63.wav 
T001_TASCAM_M_001_64.wav T001_TASCAM_S1_001_64.wav 














Ifa take that has the name specified by the cascade master device already exists on the cascade slave device when recording starts, 
an "A" will be added to the characters that show the cascade ID in the name of the take recorded (e.g. T001_TASCAM_S1A_001). 

Be aware that since takes are selected for cascade playback by take name, the intended take will not be played back if this take is 
selected. 


Example when the FILE NAME setting is USER WORD “TASCAM” 











Cascade master device Cascade slave device 
Before recording | No take T001_TASCAM_S1_001 
Since a take named “T001_TASCAM_S1_001” already 
Start of record- ; es 
T001_ TASCAM _M_001 exists, the name“T001_TASCAM_S1A_001” will be used 


Ing for recording 





T001_TASCAM_S1_001 


After recording | 1T001_TASCAM_M_001 T001_ TASCAM. S1A_001 














Playback Cascade playback will play T001_TASCAM_M_001 and T001_TASCAM_S1_001 








Current Folder during Cascade operation 

@ Cascade slave's current folder will be the same name as the current folder on the Cascade Master. If a folder with the same name does 
not exist on the slave, it will be created automatically. 

@ If a new folder is created on the Master, a folder of the same name is also created on the slave. 

@ If a folder is loaded on the Master, the slave will automatically load the folder with the same name. 


Limitations 


@ To operate the Cascaded devices together, use the transport controls* on the Master. If the transport controls on a Cascade slave are 
operated, that unit will operate independently. 
* Transport operation using the buttons on the front of the unit, RS-422, NETWORK (including TASCAM DA-6400 Control) or PARAL- 
LEL control, or a USB keyboard 


@ When the following settings are made on the cascade master, the cascade slave unit will be set the same way. 
The neni) serge cannot be bcm on a cascade slave unit Ts cascade connection. 








@ REO FUNCTION, AL i ‘ H pene HLL LIF F settings on the RE FILE FORMAT menu page (channel settings can be set for each 
EMOTH setting 
rs ie 
@ REL OF TIONS menupageHuTl FILE TMNCRENEHT,PHUSE MODE setting 
@FPLHY SETUP menu pagePLHY NODE, REPFERT NODE, THEHTER FLAY andHlidO EEHD'Y settings 
@ The file name recorded on the cascade slave does not depend on the cascade slave device'sF ILE HAME setting, it uses the file 


name provided by the cascade master device. 


@ The Timestamp recorded into files on a cascade slave device does not depend on the cascade slave device's Timecode Settings, it is 
always received directly from the cascade master device. 


@ The eee eave cilia always plays back the take that matches the cascade master devices take, regardless of the cascade slave 
devices's F ' SE TUF menu settings. 

@ When ease Folders cannot be deleted or renamed on cascade slave devices. Disable cascade before attempting to delete or 
rename folders. 


@ This unit does not have a function that mixes the monitoring output of the cascade units. The channels selected on each unit will be 
output from their own ee for monitoring. 






@ When in apa Mode, f. HOE MODE cannot be set to 0} 
@ ifi: iD IDE is whena pays is loaded and Playlist Mode is activated, CHECHDE MODE will automatically turn OFF 
@ When ¢ HOE MODE isi, CHASE MODE cannot be turned (if. For details about timecode seynchioni playback of ‘ci 


units, see unto for timecode snchioniccd playback of all takes i in the current folder” on page 20. 
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Procedures to enable cascade operation 


Audio clock synchronization is necessary for cascade connections and connecting multiple DA-6400 units. 
See step 4 below for details about audio clock synchronization. 


1. 
2. 


3. Connect all the units to the same network. 





Set CHECADE FODE to Oi on all units. 


Set the CASCAGE If of one unit to Efi and set the other unit to =LAUE-& i 





When connecting to a network that has a DHCP server or when only the DA-6400 and a hub are connected in a network that does 


not have a DHCP server, setthe iF SETUP NODE item to HLUTO on the HE THORE menu page. 
When computers or devices other than DA- 6400 units are e connected ona a network that on hot have a DHCP server and only the 
DA-6400 and a hub are connected, set the [F SETUPF MODE itemto=?THTIE - onthe HETHORE menu page. Also set the iF HDDE 


of all devices so that the same segments have different valaes 
Example of settings when the network does not have a DHCP server 

















CASCADE ID MODE IP ADDR SUBNET 
MASTER 192.168.100.100 

STATIC 259:259,.2990 
SLAVE-01 192.168.100.101 

















Connection example 


Gigabit hub MASTER unit Clock gene 


ma 













































































































































































Connections for cascade synchronization 


When setting and connections are completed for 1-3, implementation of the cascade connection will automatically start. 

When all the cascade connections are established, {ik} and the number of cascade connected units will appear in the CASCADE 

STHTUS line onthe CHSCHDOE menu page of every device. 
CASCADE ee eA 


CASCADE STATUS MN eae ee 
CASCADE UNITS een 


ar hl ar) PE eat 
CASCADE STATUS eae te 
CASCADE UNITS een 





In addition, the cascade setting indicator will appear on the Home Screen. 


AU UAT EST 
026-133201_ 





Furthermore, unless there is an error or other issue, the INFO indicator will light blue. 


Audio clock synchronization requires routing that is separate from the cascade connections. 
For this reason, all the units should be connected so that audio clock can be synchronized. 


Connection example: Using an external word clock for master clock 


Gigabit hub MASTER unit Clock generator 


— 


WORD IN 



































WORD THRU 


WORD IN 














Connections for audio clock synchronization 
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5. If you want to conduct recording operations using time- 
code, the same timecode can also be provided to cascade 
slave unit by inputting a timecode signal into the timecode 
input connector of the cascade master unit. 


e If a cascade unit is added to the network during recording or 
playback, CHSCAHEE UNITS will appear for that device's ID. 
That unit will not be able to operate with cascade synchroni- 
zation until the cascade-synchronized recording or playback 
stops. 


If cascade connection is interrupted due to network connec- 
tion failure during recording or playback, after the network 
connection is restored, cascade connection will not be rees- 
tablished until it is stopped. For this reason, stopping record- 
ing/playback on the master unit will not stop slave units that 
have had the cascade connection interrupted. In this case, 
stop each unit individually. When they are stopped, imple- 


mentation of the cascade connection will automatically start. 


Takes used for cascade playback 


Cascade recording 


After cascade operation settings and connections have been 
completed, starting/stopping/pausing recording on the cascade 
master unit will simultaneously start/stop/pause recording on 
the cascade slave unit. 


Cascade playback 


After cascade operation settings and connections have been 
completed, starting/stopping/pausing playback on the cascade 
master unit will simultaneously start/stop/pause playback on 
the cascade slave unit. 

When searching forward/backward on the cascade master unit, 
the slave unit will not synchronize until after the master unit is 
stopped. Then, it will synchronize to the stopping point. 

If takes are skipped during playback, the slave unit will synchro- 
nize to the master unit playback after it stops skipping. Then, it 
will also resume playing. 

If takes are skipped when stopped, the slave unit will immedi- 
ately stop at the same playback take as the master unit. 


The cascade Master can play back any Take in the current folder whose Sampling rate matches the Rec Fs setting. 
The cascade Slave will play back a take in the folder with the same name as the Master's currently selected folder that matches the 


Master's Take according to one of the following rules: 


a) The Take name matches the Master's Take name and the cascade ID in the take name matches the slave's Cascade ID. 


b) The take name matches the Master's Take name exactly. 


If takes for both a) and b) exist in the Slave's current folder, the take matching rule a) is used. 
if a take matching rule a) does not exist in the Slave's current folder, a take matching rule b) will be played. 


When using cascade playback, as a rule, play takes back on the same units that were used for cascade recording. 
If you want to use a take that has a CASCADE ID added to its take name for cascade playback that differs from the cascade ID setting, 


do one of the following. 


@ Change the CASCADE ID to match the take you want to play. 


@ Edit the CASCADE ID in take name to match the cascade ID setting. 


@ Edit the slave's Take name to match the Master's Take name. 


Examples: 
CASCADE ID: SLAVE-1 
Take name: T001_TASCAM_M_001 


In this state, cascade playback with “T001_TASCAM_M_001” is not possible. Do one of the following to enable cascade playback of the 


take. 


1) Change the CASCADE If setting to MASTER to match the take. 
2) Change the take name to “T001_TASCAM_S1_001” to match the CHSCHDE 


cascade status added to INFORMATION screen 


The [HF ORMOT TOH screen now shows the cascade status. 


INFORMATION 


Te 
eee MaPecr eran 


BUF 24bit 
RS ere emt 


2015/04/06 16:22 
a a DA Files 
CASCADE STATUS Stree 
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New functions in firmware version 2.00 


The following new functions have been added in firmware version 2.00. 


@ A playlist function is now supported. This allows takes to be 
assigned in any order and playback areas for each one to be 
set, for example. 

@ A theater play function has been added. This allows the addi- 
tion of marks for the playback starting and ending points of 
each take and the playback of the set parts of multiple takes 
in order. 

@ An AUTO READY function has been added. After a take com- 
pletes playback, this puts the unit into playback standby at 
the beginning of the next take. 

@ Timecode synchronized playback of all takes in the current 
folder is now supported. 

@ Playback of WAV files in 32-bit PCM and 32-bit floating for- 
mats is now supported. 

@ Sorting functions have been added that allow the take list to 
be arranged in take timecode and take name orders. 

@ When the Home Screen is open, pressing the MENU button 
while pressing the SHIFT button now opens a menu with 
operations for the current take or playlist. 


@ A My MENU function has been added that can be used to 


Playlist function supported 


show only selected menu pages. 


@ mDNS is now supported, and network connection with the 
DA-6400 can be achieved easily from Mac OS and Telnet, VNC 
and FTP apps that support mDNS. 


@ Two types of compressed transmission formats are now 
supported with the VNC server function. 


@ “Hore” oe been added to the F 


REC FILE FORMAT menu page. 


HANE setting on the 


fT F menu page now shows the current date and time. 


7 TOK screen now shows the current folder 





@ A mark is now set automatically when a buffer overflow 
occurs during recording. 


@ Change in display when Master Clock is not locked. 


@ Track Names and other metadata will now be added to the 
BEXT chunk data of BWF files. 


@ The iXML chunk data of Track Names and other metadata will 
now be added to BWF files. 


The playlist function now supported makes it possible to assign takes to a list in the order you want, change playback order, and nonde- 
structively set playback ranges for audio files without affecting their data. 


Loading and writing of JPPA flash start playlist files is supported. 


Operation modes 


This unit has two operation modes: Take List Mode and Playlist 
Mode. 

Sone. takes i in the file list order of the current folder on the 

c - screen is called “Take List Mode” (This operation of the 
tiesie is he same as used before firmware version 2.00). 

In contrast, “Playlist Mode” allows you to assign takes to a list in 
the order you like. The Playlist Mode allows you to change play- 
back order, and nondestructively set playback ranges for audio 
files without affecting their data, for example. 

In Take List Mode, TAKE appears to the left of the take name on 
the Home Screen. 





In Playlist Mode, i appears to the left of the take name on the 
Home Screen. 





Limitations in Playlist Mode 

Playlist Mode has the following limitations. 

@ Take names cannot be changed. 

@ The start timecode of a take cannot be changed 
@ OHRSE MOGE cannot be set to Uk 


ede is ceed 





papas a a playlist is loaded and a 
- Will os turn CFF 


@ CASCADE MODE cannot be set to CN 


bist a aplalit is loaded and Playlist 
DE E will automatically turn 





* Supported from firmware version 2.10. (See “Function 
explanation additions and changes” on page 35.) 


Changing operation modes (loading playlists) 


To switch between Take List and Playlist Modes, select and the 
load a corresponding file on the BE USE screen, either a take 
list file (da6400_takes.bin) or a playlist file (JPPA PPL file with ppl 
extension). 

The following procedures explain switching from Take List Mode 
to Playlist Mode. 
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1. Move to the current folder on the BEGWSE 
menu screen. 
As shown by the red frame below ((_]), Nene List ane 
ee a names are shown with either « T a&ke@lList or 
oP Lae : in gray characters at the 6 of the folder list. 
As Few oy the orange frame below ({_]), a yellow [El icon 


is shown next to the currently loaded file. 


screen from the 


Beedle 122 2) ee oan eS 


<TakeList> |\da6b400_takes.bin 


& kPlaylist> dab400PPL.ppl 
T001_20160427-171500_001 
T001_20160427-173050_001 
T001_20160511-157514 001 





If the current folder does not contain any playlist files, 


the unit a ae ee aad generate an empty playlist file 
named, “a64HHFFL. FFL" 


2. Turn the MULTI JOG dial to select a playlist file. 


10) eee 8) 08) et eee me ee hte 
DA Files 
<TakeList> dab400_takes.bin 
=] < 6400 
T001_20160427-171500_001 
T001_20160427-173050_001 
T001_270160511-1527514_ 001 





3. Press the MULTI JOG dial to open the menu. 


TO) ae P ye eee ee ee 
11S ee LOAD 


<Takelist> Oe Lem e Ld e-) es tle 
S| 3ulist> dab ane 
Dine OTT ET EN ek 
fs T001_270160422-173050_() iwro 
TO001_20160511-157514_( 





4. Select LO&HE and press the MULTI JOG dial to open a load 


pop-up confirmation message. 


5. Press the MULTI JOG dial to open a pop-up message, and 
switch to Playlist Mode if a playlist was loaded. 


6. When loading completes, the playlist entry list screen 
opens. 


BROWSE:55D/HDD en oes ee A ; : * f 





In the current folder list display, a yellow current playlist Ic] 
icon appears next to the loaded playlist, as shown in the 
orange frame below ({_]). 


B sae "hs 3 SSD/HDD tone en ; Ee i : 
DA Files 
& <lakeList> dab400_takes.bin 


- lj T001_20160422-171500_001 
T001_20160427-173050_001 
T001_20160511-152514_001 
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Creating new playlists 


In addition to the automatically created ““igESHEPPL PRL” 
playlist, you can also create new SRE in ‘fii JPPA PPL foirac 
in the current folder. 


1. Move from the menu screen to the current folder on the 
RECHISE screen, and turn the MULTI JOG dial to select the 
current folder or playlist file on the top line. 


BROWSE:55D/HDD een : Fad : 


& <lakeList> dab400_takes.bin 
<Playlist> dab400PPL.ppl 
T001_20160427-171500_001 
T001_20160427-173050_001 
T001_20160511-157514 001 


51 @ TC) eich BT] 2 |) Deter ne er ee 
DA Files 
& <lakeList> dab400_takes.bin 
TO01_201604227-171500_001 
TO01_20160422-173050_001 
TO01_20160511-152514 001 





2. dara alley oe 406 ne to open the menu, and select 


He) sees) ©) 2 er yan eel eg an et Ra ee 
mae 
SRG Ee) t= Peec eee le UUM | 
a OIRO cll U eee met 
T001_20160422-171500_( 
I) T001_20160422-173050_(| CaNcCEL 
T001_20160511-157514 ( 


ee eek On) 8 en eee ed 
1s ae ss SAVE AS 
=| <TakeList> Oe 
| i? ila 
I TOO1_ 20160422-171500 mit 
(TMC LO eMac ara PT a8 TTS 
Ih) T001_20160511-152514_( 





3. Press the MULTI JOG dial to open a screen where you can 
input the name of the created playlist. 


eee SHIFT ? Cars OH,0FF 
Kea 7 





4. Input the name of the playlist being created. For details 
about how to input names, see “Editing text” in “4 — Record- 
ing” of the Owners Manual. 


5. After editing the playlist name, select E , and press the 
MULTI JOG dial to open a onaiai onl pop- up message. 


6. Press the MULTI JOG dial to open a pop-up message, and 
create a playlist. 


TO) ES eet 27/9] 2 et ean Sea 
DA Files 
& <lakeList> dab400_takes.bin 
& <Playlist> dab400PPL.ppl 


T001_2016042?-171500_001 
T001_20160422-173050_001 





e The playlist just created becomes the current playlist. 


e If the playlist was created in Take List Mode, the unit switches 
to Playlist Mode. 
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Deleting, copying and editing the names of play- 
list files 


For details about how to delete, copy and edit the names of 
playlist files, see “Editing folder, take and file names’, “Deleting 
folders, takes and files” and “Copying folders, takes and file” in “5 


— Working with Folders (BROWSE screen)” of the Owners Manual. 


The playlist file that is currently loaded can be copied, but it 
cannot be deleted and its name cannot be edited. 


Naming and saving playlist files 


file a name and Save it. 


1. Open the menu in one of the following ways. 

1.1 Move from the menu screen to the ERGESE screen cur- 
rent folder, and turn the MULTI JOG dial to the loaded 
(current) playlist file. Press the MULTI JOG dial to open 
the menu. 


FL @ VE) 18) 2/8) Me ee ee mete Re Tet eed ee a 
eae a 
& <lakeList> dab400_take ic 


er iota 3 Da 
If 1001_20160422-171500_()  wro 
T001_20160427-173050_() epeare pLAULIST 
[f T001_20160511-152514_( 





1.2 On the playlist entry list screen, select playlist in the top 
line, and press the MULTI JOG dial to open the menu. 


FLO) Es 181g 8) eee ee ieee ree Se 
a8 
nls 


ila 
et 





1.3 On the Home Screen, while pressing the SHIFT button, 
press the MENU button to open the menu. 


emi inee GLO RRULORa ALOT Gt ED 


Ga 1001_20160422-171500_| ENTRY LIST 
i ADJUST 
lat 


ee 





2. Select =ALE FAS,andpresstheMULTI JG dialto opena 


PLAYLIST NAME = ee en an 
kK 





3. Input the name of the playlist being saved. 
For details about how to input names, see “Editing text” in 
“4 — Recording” of the Owners Manual. 


press the MULTI JOG dial to start saving it. 
A progress pop-up window appears while saving. 


TOL ee B01 eb) tT ki eee 


Saving File ... 


Do not remove Media. 





This window closes when saving completes. 


Playlist editing 

Playback units in the playlist are called entries. 

A maximum of 999 entries can be assigned to a playlist. 

Only takes in the folder that contains the created playlist can be 
assigned as entries. 

When takes in other folders are assigned to a playlist, they will 
be copied to the folder that contains the created playlist. 
Playlists can be edited on the playlist entry list screen of the 
ROWSE screen. 


When editing the contents of a playlist, the playlist file is 
automatically saved for you at the following timings: 


@ When going from the playlist entry list screen to any other 
screen. 


@ When going from the playlist entry HiIl T screen to any 
other screen. 

@ When the Shutdown popup is confirmed with the MULTI 
JOG dial after press and holding the STANDBY/ON but- 
ton. 


When editing the playlist contents, if the SSD is ejected or the 
external power is lost without performing any of the above 
actions, changes to the playlist will be lost. 
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Limitations to editing the playlist that is playing 





@ Takes in the current folder can be assigned to or removed from the playlist. The entry that is currently being played, however, cannot 
be changed. 


@ Takes in other folders cannot be assigned to the playlist. 
@ Entries cannot be inserted (INSERT), copied (COPY), moved (MOVE) or deleted (DELETE). 


Playlist entry list screen 


To open this screen, load or ENTER a playlist when the BEE screen is open. Alternatively, when the Home Screen is open, press the 
MENU button while pressing the SHIFT button to open the menu, selectEHTEY LIST, and press the MULTI JOG dial. 


[eke ETS e182 (n°) meet eer ae nr eR eta ea 
da6400PPL .ppl 
mj T001_ 201704271 001 


Cae 


peel TOO1_20170421_003 
004] 





gs |i) TO01_20170421_005 


1) Playlist entry number 
These icons show the entry numbers. 
The status of the entry is shown as follows. 





Icon Meaning INFO pop-up example 





SP " a SS 
Current entry (entry is currently set for playback) hehehehe He eS eh 


CLOSE: EXIT 





[s]001:1001_20170421_001 


, Ent TENETH + 0Oh00; "10 OOF 
j ntry : nos 
Normal entry with no problems START TC : 00100:00,00 





2] Te) Caio) |) eon re a Tate dn 


Cee 


CLOSE: EXIT 


[F005 +7001_20170421_ 005 
<File Fs does not natch current setting> 
44.1kHz-?4bit/b4ch 
Entry LENGTH : 00h00n04s70F 








7 Entry that cannot be played back (take does not match the cur- 
es rent REC Fs setting or when a take that cannot be played back is 


assigned) Hite) ey seth 5 8) th Ot mn cP) ee 


aie 


CLOSE: EXIT 


[F005 +7001_20170421_005 
<This File is not supported> 
46kHz-?74bit/62ch 
Entry LENGTH : 00h00n04s?70F 





TO) ae Oy] tT ee eed 


=) 


Ba File assigned to entry does not exist (take was deleted after be- clear ete 


ing assigned to playlist or the playlist file alone was copied from 5 [E1003 : T001_20170421_003 


another folder, for example) ee 


Entry LENGTH : 00h00n04s16F 




















(2) Entry with assigned take 
This entry has a take assigned to it. 
(3) Entry without assigned take 
This entry does not have a take assigned to it. 
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Assigning takes to playlist entries (ASSIGN) 


1. Load the playlist to which you want to assign takes, and 
open the playlist entry list screen. 


| ana 


TRO ESSE 22a) 2 ery cnet a aie SP Tae 


If T001_20160422-171500_001 


003 
(0g) lm T001_20160511-152514_001 





2. Turn the MULTI JOG dial to select the entry to which you 
want to assign a take, and press the MULTI JOG dial to open 


the menu. 
BROW'SE:SSD/HDD  sytetemuLt re : Eade ENTER 
f§da6400PPL.pp1 


aU) SAVE AS 


003 aeaG| 
(1) 1001_20160511-15251' an just 





3. Select H=&5ITGH, and press the MULTI JOG dial to open the 





Mri screen. 


Pe Be os) oe 


T001_20160422-171500_001 
I) T001_20160422-1735050_001 
I) T001_20160511-152514_001 
fj T001_20160511-152514_002 
fj 1001_70160511-152514_003 





4. Select the take that you want to assign on the #55 1GH 


THEE screen. 
Select files and move between directories in the same way 
ason the BROWSE screen. 


To cancel an ASSIGN operation, press the EXIT [PEAK CLEAR] 
button to open the following pop-up message. 
SSSR 


% ok: EMTER 
?) CAHCEL: EXIT 


Cancel Assign Take’? 





Press the MULTI JOG dial to return to the playlist entry list 


screen. 
Press the EXIT [PEAK CLEAR] button to close the pop-up 


message. 
5. Press the MULTI JOG dial to open the menu. 


NSTC Met) ee ee aa 
DA Files Was 


T001_20160422-173050_(] INFO 
1001_20160511-152514_(| cancel 
1001_20160511-152514_( 
1001_20160511-152514_( 





6. Select H=51TGH, and press the MULTI JOG dial to return to 
the playlist entry list screen and assign the selected take to 
the selected entry. 


Inserting playlist entries (INSERT) 


You can insert an empty entry. 


1. Open the playlist entry list screen. 


| ee 


CO) ee) 80/58) ete eet ie pac Era 


Ie TO01_20160422-171500_001 


002 
003 
(1) Ins 1001_20160511-152514_001 





2. Turn the MULTI JOG dial to select the position where you 
want to create an empty entry, and press the MULTI JOG 


dial to open the menu. 
cee ECE]: h» Rete ee ee Se 
| dab400PPL .pp1 es oes, 
ane 
02; SELECT 
003) Py IMS | 
ie) iy T001_20160511-15251: 1 





3. Select [HSET, and press the MULTI JOG dial to insert an 
empty entry at the selected position. 


Cel IE eS) 27/5 2) er Geet ap Re ae a 
dab400PPL.ppl : 


001 
If T001_20160422-171500_001 


003 
004 
(0H Im 1001_20160511-152514_001 





If a take has been assigned to entry 999, which is the last 
possible playlist entry, the following pop-up message will 


appear. 


ote) ey seis 5 8) eth Ot min ct Paci al ea 
q ok: ENTER 
?) CAHCEL: EXIT 


i 9992" 7001_20 160511- 152514_ 003" 


at the playlist end 
Will be deleted. 


Insert the enpty entry? 





Press the MULTI JOG dial to delete entry 999 and insert an 


empty entry at the selected position. 
Press the EXIT [PEAK CLEAR] button to close the pop-up 


message without inserting an empty entry. 
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Copying playlist entries (COPY) 


The selected entry can be copied to a designated position. 


1. Open the playlist entry list screen. 


TT @ Lee Py] eet ee ie ed 


If T001_20160422-171500_001 


002 
003 
(1) Ing T001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the take you want to 


copy (copy source entry), and press the MULTI JOG dial to 


open the menu. 


Se et ae mp eee me oak 
| dab400PPL .pp1 ASS ICH 


<1 


a= ane 
02) ADJUST 
seas 


| 





003 
(1) Ins T001_20160511-15251- 
005 


3. Select £ ene Aaneehs me MULTI JOG dial to open the 


SELLE CT T DE He i screen. On this screen, the copy 
source enti is sehen with a yellow number icon and other 


entries are shown with gray icons. 


Cam en ec TWO) Rte eae te 
fob rea ae Ta , 
1004) [L} 22-1, 

00? 

003 

004s 

005 





NOTE 
To cancel a UiiF'Y operation, press the EXIT [PEAK CLEAR] 
button to open the following pop-up message. 


yen = el et a 


. OK: ENTER 
?) CAHCEL: EXIT 


Cancel Copy’? 





Press the MULTI JOG dial to return to the playlist entry list 
screen. 

Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 


4. Turn the MULTI JOG dial to select the position to which you 


want to copy the entry (copy destination entry). 


ya) 0 0) ea ec 
Pe ey pl ; 
lf T001_20160422-171500_001 
00? 


003 
00-4 
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5. 


6. 


Press the MULTI JOG dial to open the following pop-up 
confirmation message. 


If the copy destination is an empty entry 


yen er el, et a ee 


‘ OK: ENTER 
?) CAHCEL: EXIT 


Copy Entry 001 settings 
to Entry 005% 


ae a rie ec a 


% OK: ENTER 
2?) CANCEL: EXIT 


Overurite Entry 001 settings 
to Entry 004°? 


(0/001 :<T001_20160422-171500_001> 
9/004 :<T001_20160511-152514_001> 





Press the MULTI JOG dial to to copy the selected entry 
(copy source entry) to the designated entry (copy destina- 
tion entry). 


Tee aye 8s eee ee ne 
Bea mel apl ; 
[fj 1001_20160422-171500_001 


002 

003 

(WE Ins 1001_20160511-152514_001 
005 . 





Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 
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Moving playlist entries (MOVE) 


The selected entry can be moved to a designated position. 


1. Open the playlist entry list screen. 


TTS @ I See OY] mete ee ed 


T001_20160422-171500_001 


002 
003 
(1) Ing T001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the entry you want to 
move, and press the MULTI JOG dial to open the menu. 


Ste) ek 87 08) eS a Pha a 
da6400PPL.pp1 SELECT 
22- 


02) INSERT 
005 Ansa 
(TE ig T001_20160511-15251: 





3. Select MOVE -, and press the MULTI JOG dial to open the 

rip a fe f rk 2 “ screen. 
On this screen, = the entry to be moved is shown with a 
yellow number icon and other entries are shown with gray 


icons. 





MOVE ENTRY iia Pe Aa MOE CANEEL 
l! ee gel = 
7 

005 

00s 

005 





NOTE 
To cancel a MifiE operation, press the EXIT [PEAK CLEAR] 
button to open the following pop-up message. 


= 7 a : MOVE CAHC 
MOVE ENTRY eee ee 


. OK: ENTER 
?) CAHCEL: EXIT 


Cancel Move’? 





Press the MULTI JOG dial to return to the playlist entry list 
screen. 

Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 


4. Turn the MULTI JOG dial to select the position to which you 
want to move the entry. 


MOVE ENTRY ieee eo 
da6400PPL .pp1 , 

oo? 

005 

I 

005 





5. Press the MULTI JOG dial to move the selected entry to that 
position. 


TT @ 1 Se PY] BD Ret ee ie ed 
da6400PPL.ppl h 


002 


(0 Wy TOO1_70160511-152514_ 001 


0 
005} la P2=1) 





Clearing playlist entry take assignments (CLEAR) 


You can clear assigned takes from entries to make them empty. 


1. Open the playlist entry list screen. 


STO Se PY] Rete ie ed 


T001_20160422-171500_001 


002 
003 
(1) Ing T001_20160511-152514_001 
005 





2. Turn the MULTI JOG dial to select the entry for which you 
want to clear its take assignment, and press the MULTI JOG 
dial to open the menu. 


£1 @ VL) 18) 2/8) er ee ee mete RT eed ee a 

da6400PPL .pp1 [Wm tsa 
al 

007 COPY 

nS 





003 
(1) Ins T001_20160511-15251- 
005 


3. Select! = and press the MULTI JOG dial to open the 
fllowina pop- up confirmation message. 


FLO) eEcIP yeh ete ee i eed ea 
OK: HOLGO ENTER 
Ad cancet: EXIT 
Clear selected playlist entry? 


; [41001 :<T001_20160422-171500_001> |f 





Press and hold the MULTI JOG dial to clear the selected 
entry, making it empty. 


ere) ee] 8)] 2B) Den pee ee mt oe it oak eee a 
da6400PPL .pp1 ; 

im 

007 

003 


T001_20160511-152514_001 





Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 
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Deleting playlist entries (DELETE) 


The selected entry can be deleted, moving following entries 
forward. 


1. Open the playlist entry list screen. 


TT O I Se Py] FD met en ie el 


T001_20160422-171500_001 


goo 
gous 
-(TE) ik] T001_20160511-157514_001 





2. Turn the MULTI JOG dial to select the entry you want to 
delete, and press the MULTI JOG dial to open the menu. 


FL @ VL) 18) 2/8) Me ae ee mete RT eed ee a 
L dab400PPL .pp1 INSERT 


=) 


22-171501 Te 
002) Mula 
003 fama) 





(0g) Ig T001_20160511-15251: 
005 


3. Select DELETE and press the MULTI JOG dial to opena 
pop-up eoifinnction message. 


5] 10) 1 eich 7/2 |B) Dene ner eT a 
Ok- HOLD ENTER 
Ad cancet: EXIT 
j| Delete selected playlist entry’? 
0 [1001 :<1T001_20160422-171500_001> i 





4. Press and hold the MULTI JOG to delete the selected entry 
and move the following entries forward. 


5] 10) e800 8) eee me ee ere ee 
f§da6400PPL.pp1 i 
002) 


T001_20160511-152514_001 


005 


Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 
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Editing playlist entries (ADJUST) 


This explains how to edit the playback starting and ending 
points of playlist entries. 


When a take is assigned, the take beginning and end are set 
as the starting and ending points by default. 


— 


« Open the menu in one of the following ways. 


1.1 Open the playlist entry list screen, turn the MULTI JOG 
dial to select the entry you want to edit, and press the 
MULTI JOG dial to open the menu. 


TO) ae Oy] ) te ee ee 
dab400PPL.pp1 FXIT 
STV a 


02) ES 
003 SELECT 





(1) ie T001_20160511-15251: 
005 


1.2 On the Home Screen, select the entry you want to edit, 
and press the MENU button while pressing the SHIFT 
button to open the menu. 


Men U RAO e iT ma ee 
WS TO01_20160427-171500_| ENTRY LIST 


INFO 
SAVE AS 
ee 





Zz. 





HDJUST, and press the MULTI JOG dial to open the 
hi) FOTN T screen. 


START/END POINT eae cade Nits 
a yaaa 
| aa 
Ta a TINIAN AITO RIOT trance tt 
aL Ae labo 0 WOM eRe eeermeed rt ta 
END = RESET>> 0000006: 00¢ O000sne1 <<CURRENT 





3. The light pile a between the blue bars in the area at the 
top of the = T“EHD FOTMT screen shows the playback 
area. 


se PREVIEU 
——— | ag 
an Tne ese aA UU ELS tg 


Te ae OOO meee aL 
APO ee OOO meee aL 





The blue ® on the left side is the playback starting point. 
The blue < on the right side is the playback ending point. 
The bar that can be edited will blink red. 

The green V shows the current playback position. 

The white V icons show marks have been added to the 
entry. 
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4. Operations on the = “HE FOTN T screen are some- 
what different eae on sotnee screens. 
Control assignments are shown at the top right of the 
screen. 


(4) When the frame cursor is visible, turn the MULTI JOG dial 
to move the cursor. 

(2) When the frame cursor is visible, press the MULTI JOG 
dial to switch to the solid cursor. 

(3) When the solid cursor is visible, press the MULTI JOG dial 
to switch to the frame cursor. 

(4) When the solid cursor is visible, turn the MULTI JOG dial 
to change the setting at the cursor position. 
Turn the MULTI JOG dial while pressing and holding the 
SHIFT button to make large setting changes. 


Se aes) Pe) a ees me ny ech 
ed PREVIEW 
eee) or 


dS WTO UOT east Mee Lec 

START RESET>> (T0001: 00+ 0000eme1 <<CURRENT 

ld Pe Oe see eC ome ean TAIL 
Se ee 





OW eye me ooo cursor is always visible on 





and <. |. Turning the MULTI JOG dial will move 
the cursor, cane pressing the MULTI JOG dial will execute 
theRESET - ? Or. LLUEREMT operation. 

WithRESET? +, press eihe MULTI JOG at the = THET line 
to reset to the ends of the take or at the EHD line to 


reset to the end of the take. 
In either case, a confirmation pop-up message will ap- 
pear before resetting. Press the MULTI JOG dial to reset 
it. 

eae ae adel i: = 


+ OK: EXTER | g!| 
?) CAHCEL: EXIT 


Reset Start Point? 





Sari, Pe eed === a 


* OK: EXTER | g!| 
?) CANCEL: EXIT 


Reset End Point? 





With 2 i CURREHT, press the MULTI JOG dial to capture 
the current playback position to a cursor line. 


Editing operations are also possible using a USB keyboard. 


@ Press the ENTER key to switch between the frame cursor 
and solid cursor. 


@ Use the up and down cursor keys to change settings. 
@ Use the left and right cursor keys to move the cursor. 


@ Numbers can be input when the solid cursor is on a nu- 
merical value. 


(5) Use transport operations onthe =THRET“EHD FPOTR] 
screen to conduct rehearsal playback. 
@ Use the t< ane? P| utes to move eee the 
file start, the = ‘ed & and the 
file end. ohne transport seeatcnee are as uSual. 


@ If you change the = ‘oir, the playback po- 
sition will move to that Reine If it is changed during 
playback, playback will continue after moving to this 
playback pees 


@ If you change theE ‘air, the playback posi- 
tion will move to 2 secbade before that point. If it is 
changed during playback, playback will continue after 
moving to this playback position. 


@ Depending onthe FRE TEL setting at the top right 
of the screen, the content of rehearsal playback will be 
different. 


Rehearsal playback when PREVIEW OFF 
Press the ® button to start playback from the cur- 


rent position. Playback and PAOVe MCE! are possible 
outside the ra enge between the = Foink and 











Rehearsal playback when PREVIEW ON 


Press the ® button to start playback from the cur- 
rent position. In this case, Hera is e argues 
inside ae Sls between the * init and 
End P .. Movement oiiicide this range isnot 











possible. 


5. When done editing, press the EXIT button to return to the 
Original screen. 


Recording in Playlist Mode 

Recording is possible even when using Playlist Mode. 

When a take is recorded, it is automatically added as the next 
entry after the highest numbered entry that has an assigned 
take in the current playlist. 


Example: 
Playlist before recording 


TT @ I Se Py] PD met ee ie ed 


I T001_20160422-171500_001 


002 
003 
(1) Ins 1001_20160422-173050_001 
005 





Playlist after recording 
TTY ns eT 
‘UD Ig 1001 20160422-171500_001 
007 
003 


(02) iy TOO1_70160422-173050_001 
I T001_270160517-142407_007 





If a take has been assigned to entry 999, which is the last 
playlist entry, pressing the @ [SPLIT] button will cause the 
following pop-up message to appear. Recording will not be 
possible. 


CLOSE: EXIT 


Cannot RECORD 


Entry 999 is already assigned. 


Please create new Playlist 
or clear Entry 999, 





TASCAM DA-6400/DA-6400dp 17 


TASCAM DA-6400/DA-6400dp 





Theater play function added 


A theater play function has been added. This allows the addition of marks for the playback starting and ending points of each take and 
the playback of the set parts of multiple takes in order. 


Theater play settings Theater play playback range 
a are eae with the THEHTER FLH' item added to the The playback range of each take is set with marks. 
PLAY * menu page. The mark points with the following names are the starting and 


ending points in theater play. 


oO Aa 





ed a 
REPEAT HODE 


Mark name | Function 





| When moving to this mark 
AUTO READY 
SSTART from the SEND of another 
take, playback will continue 
Start point mark from this point. 








i Wien names When moving to this mark 

from the SEND of another 
eo tAEY take, playback standby will 
occur at this point. 





Take playback will end at this 
mark, and it will move to the 
first SSTART or SSTANDBY 
mark in the next take. 
SEND If the next take does not have 
-: This disables the theater play function. End vo} K a SSTART or SSTANDBY mark, 
iM This enables the theater play function. ae Palpemas it will move to the beginning 
a of the next take and continue 
playback. 








Playback will continue to the 
end of the take and continue 
according to the operation 
mode. 


No SEND 














* Example of operation with the following settings 








Take range 
ieee 0) 0" ar ee 


Take 14 SSTANDBY, so playback standb 3 
Take 2 | SSTART, so continue playing ! 


panna nnn nnnnn nnn nnn naan nena nnnn n=! ! Detected, so jump 
diticetecieunnnsunassanteuwdduawenydes ! Detected, so jump 


Take 3 | SSTANDBY, so playback standby 


bewmmememwmereereewrereeeeoeeeeeeooeoeead 


REPEAT MODE isOH, return to $START or 
SSTANDBY i in ae As take. 
If Fe HODE isOFF, stop. 
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Inputting names for theater play playback range 
marks 


Use the following procedures to easily input the names of marks 
used for playback ranges in the theater play. 


1. When the home screen is open, turn the MULTI JOG dial 
to select the take for which you want to set the playback 
range. 


2. Press the INFO button while pressing and holding the 
SHIFT button to open the MHEE IHF UG screen. 


MARK INFOlj T001_201 70512-142452_001 


HARKO? 00200704.06 





3. Select the mark that you want to set as the starting or end- 
ing point for the playback range. 


4. Press the MULTI JOG dial to open the menu, and select 


MARK INFOlj T001_201 70512-142452_001 


WL Ure EDIT TINE 


DELETE 
1 ee 





5. Press the MULTI JOG dial to open a screen where you can 
edit the name of the selected mark. 


Ue ee ee en an 
hed yl 





and press the MULTI JOG dial to open a pull-up menu. 


MARK NAME AILSSTART 

acca; aan Bese ag 

os SEND 

Ta 

Ue it) 

z DEL 
La 


| 


| 
= 
ran 





AUTO READY function added 


7. Turnthe MULTI JOG dial to select the mark name you want 


to input. 
8. Press the MULTI JOG dial to input the selected mark name 
and return to the FREE DHFE screen. 


Date ne tL Ried Bg a a aL 


HARKO? WORE a 





Rather than using FEE ‘ET A, you can input the characters 


forlifi THR) “FS THHDEY” or SEH” the normal way. 





Showing marks for theater play playback ranges 


When the Home Screen is open, use the following procedure to 
show marks for theater play playback ranges. 


= 002 00:00:0000 Tots 
ef 1001 70161026-153701_ 001 


18 


RRO EUR IN stele mad 
Gi 1001_70161076-135701_001 


iE 








Markname | Mark 

Gi (white > ) 
G(blue > ) 
El (blue <q) 


























An AUTO READY function has been added. After a take completes playback, this puts the unit into playback standby at the beginning of 


the next take. 


Settings are made with the HUTO REHD'Y item added to the FLAY 


ao ee) 
PLAY HODE 
REPEAT HODE 
THEATER PLAY 


This sets the AUTO READY function operation mode. 


This disables the AUTO READY function. 
This enables the AUTO READY function. 


Se TUF menu page. 


ee eh 
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Support for timecode synchronized playback of all takes in the current folder 


Timecode synchronized playback of all takes in the current folder is now supported. 


Limitations 
@ When in seca Mode, CHASE HODE cannot be set to 0H 
@IFCHASE KODE isOM whena lati is loaded and Playlist Mode is activated, CHASE MODE will automatically turn GFF 





@ WhenCASCADE MODE isOH, CHASE MODE cannot be turned 0 


Setting timecode synchronized playback of multiple units 


To use timecode synchronized playback with multiple units, input the same timecode into all units and set CHASE NODE to OH 


them. 


Connection example 


CASCADE MODE : OFF* / CHASE MODE : ON Timecode generator 
= TIMECODED IN 





TIMECODED IN 
be 














TIMECODED IN 








TIMECODED IN 











* *Supported from firmware version 2.10. (See “Function explanation additions and changes” on page 35.) 


Support for playback of WAV files in 32-bit PCM and 32-bit floating formats 


Playback of WAV files in 32-bit PCM and 32-bit floating formats is now supported. 
However, both formats will be converted to 24-bit PCM when played back. 


Playback is possible even when a single file contains a mixture of 16-bit PCM, 24-bit PCM 32-bit PCM and 32-bit float formats. 


Take list sorting functions added 


ee neyons have been added that allow the take list to be arranged in take timecode and taken name SOICE IS: PopY HANNE 


EB’! TE functions have been added to the menu when the current folder is selected on the § - screen. 
TTL @ Tee P) 1 eh) Reet ee ee ea 


<TakeList> da6400_takel sopT py NAHE 


SRN ee 
T001_20160422-171500_() preate PLAYLIST 

T001_20160427-1735050_() tance. 

TOO1_70160511-1527514 _( 
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Home Screen menu functions added 


When the Home Screen is open, pressing the MENU button while pressing the SHIFT button now opens a menu with operations for the 


current take or playlist. 


LP Meemiinmm OOO ERO) Ol0IN hae 
E) 1001_20160422-171500_ le 
" INFO 
ela 
i ae 
Tl oe | 


es = 


Mem eORae ORL O hit 
ee 1007 20160427-171500_ | Pele 
i ADJUST 
INFO 
SAVE AS 
a an 





The menu items shown in Take List Mode are as follows. 





Menu item Contents 





Open the current folder list on the BE GHISE screen. 


Open a pop-up message with information about the current take. 





Open a screen where you can change the name of the current take. 





Open a screen where you can edit the timecode of the current take. 





Delete the current take. 








Close the menu. 














The menu items shown in Playlist Mode are as follows. 





Menu item Contents 





Open the entry list screen for the current playlist. 


Open the HD).FLiS 7 screen for the current playlist. 





Open a pop-up message with information about the current playlist entry. 








SHUE Hi Name and save the current playlist file. 








Close the menu. 














e If no SSD or hard disk drive is loaded, the following pop-up 
message will appear and the menu will not open. 


aaa 


CLOSE: EXIT | 


Cannot Show HENU. 


There is no SSD/HDD. 





e Menu items that cannot be used are shown with gray char- 
acters. 


ADJUST 


INFO 
SAVE AS 
fee 
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My MENU function added 


A My MENU function has been added that can be used to show only selected menu pages. 

You can decrease the number of menu pages shown and make access to necessary menu items easier by showing only menu pages that 
you access frequently and not showing menu pages with functions you do not use or that will not be changed after making settings 
once. 





My MENU function settings Wn ae 


The My Menu function can be set on the MEHL SETUP page 
that has been added to the menu. 


MENU SETUP 





oe) 


2. Page names with check boxes showing whether or not they 
will be shown appear on the left side of the screen. 
Pages with check marks will be shown. Those without will 
not be shown. 
A list of setting items for the page selected by the cursor is 
shown on the right side of the screen. 


3. Turn the MULTI JOG dial to select a page to hide/unhide. 

Press the MULTI JOG dial to add or remove the check mark. 
MENU MODE Page and setting item names will appear gray when there is 
no check mark. 





This sets the menu operation mode 
Select HEHLE FOGE, and press the MULTI JOG dial to opena 
screen where you can change the menu operation mode. 


Setting examples 


My MENU SELECTION 
Bt 
REC FILE FORMAT 





This sets the menu operation mode. aR Taal 





AOU Le 


Option Meaning SLOT1 ¢IF-HA64/EX) 
F (default) | All menu pages will be shown. 








One: menu oa ee eclectes using 


Mu MEHL SE 4 will be eee 

chown: (eee 

TC SETUP 2 
PARALLEL INPUT 
PARALLEL OUTPUT 














Set whether or ner menu pages are shown when the 





- is set to F 
rt 
CASCADE 
1. Select MEHU SELECTION and a: the MULTI JOG MEDIA 
di | t th Ria REET RPE E SE EDP Bl vp a ee 


My MENU SELECTION 


i Pe 
REC OPTIONS 
PLAY SETUP 

UN 

OLOT1 <IF -WA64/EX> 





TC SYNC eTheMEHU SETUP page must remain visible, so it cannot be 


TC SETUP 1 
eae oat ee hidden sad ac: a ot instead of a check mark. 


Wa) e By setting the i MODE toFULL FEU, you can show all 
High 3 5 WEE the menu pages anile ecinina fae My MENU page visibility 
settings to use again later. 


a) 

CASCADE 
HEDIA 
PREFERENCES 
rh ea ty es] 
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mDNS (Multicast DNS) supported for easy network connection 


mDNS (Multicast DNS) is now supported. 


As a result, network connection with the DA-6400 can be achieved easily from Mac OS and Telnet, VNC and FTP ope mal Leaps mDNS. 
The DA-6400 name that i is Shown on Mac OS and apps that support mMDNS when using mDNS can be set with the f4 THE MHINE item 


added to the #4 





; menu page. 


The name saul Show on Mac OS and apps that support mMDNS is shown in the HRGHIHNE KANE OM HET line. 


NETWORK 
HAC ADDRESS 
IP ADDRESS 
DMS ADDRESS 


HACHINE HAHE OW NET 


DNS SETUP 
PASSWORD 
Te 


ee the MACHINE NAME 






Select HHHCHIHE HHMNE from theH JRE, menu page and 
press ie MULTI JOG G dial to open the t ARCH DME & editing 
screen. 


MACHINE NAME =e ee en an 
Ka pa 
tier a 9 





For details about how to edit the MHCHTHE ,see “Editing 
text” in“4 — Recording” of the whe: Manne. 


e The” .” character cannot be input on the MACHINE 
editing screen. 


Mu Ns 


e Ifa” .”is included in af ae HE HARE setting, it will auto- 
matically be seaiscedin with a“ —"when the unit starts up or 
when system data is imported. 

If this occurs, the INFO indicator wa te red, ang me ae 
lowing message will appear on an RLERT Cy 
screen. 

This alert message will not appear again after being con- 
firmed once. 


ALERT INFORMATION 


rr il PS 


has been changed. ¢ "." -> "=" 3 





e When this unit and a Mac OS pubes are Eonneere fo the 
same network, the name shown in MHCH THE Ci 
F line will appear in the SHARED feldler on the A Mae: as 
oe below. 








eae W0A-6400 
Ej * 
DA-6400 
Shave Sereen 
© Ddownioads 
Cl DA-6400 











Click, “Connect As...” next to this name to start a VNC connec- 
tion with that device. 





Screen Sharing 


oD Enter your password for “DA-6400” 
Password: 


Remember this password in my keychain 

















eae rte F 
Tea 


Nereis se oe 
Cea ATES TITN 


PLP Pa 


NA-6400. local 


On the sk ateaks input screen, cee, ue password set with 
the PFHESWORD item on the i ; Menu page to start 
the VNC connection: This enables a same screen shown on 
the unit to be seen and operated from Mac OS. 





Lo} 


Favorites 
me 
<4 iCloud Dri Z 


ive 


> Applications DA-6400 
[) Desktop Share Screen 
[§) Documen ts 


oR ESET te 


Shared 
(J DA-6400 T001_ 20161026- Pesan aun : 
= rbd 














For details about VNC, see “VNC (virtual network computing)” 
in“7 — Internal Settings” of the Owner's Manual. 


e The following ney an benttlaed ot ne Terminal i in Mac OS. 
The name shown infiftlHIHE MANE OM HET appears in 
the Remote Login Reine series list. 








¢ __ Terminal Bo Edit View Window Help 





e0oe New Remote Connection 
New Window > 
New Tab > Service Server 
New Command... TSN | a fs Shell (ssh) > Pama 
ecure Shell (ss foa-c400 
New Remote Connection... tid jj Secure File Transfer (sftp) > 
Import... #0 File Transfer (ftp) > 











4 Remote Login (telnet 
Close Window THEW — " 


| 
Use Settings as Default 
Export Settings... 
Export Text As... #S 
) 
Show Inspector 381 ats a 
- Edit Title CHI 
User: 
Send Reset dR 
Send Hard Reset X#R telnet DA-6400.local. 23 





ew 











Print... sP 








e The following shows an example of using an FTP application 
that supports mDNS. 
The name shown infiCHIMNE HHMNE OM MET appears in 
the Bonjour list. 





[ ee DA-6400.loca! -— FTP 








c Login DA-6400.local. 
a i | Login 
ted ~} login Key 
foda 
Username: 
mt Fees] 
Anonymous Login 
Key: 


@ Add to Keychain 2 | Cancel 















teenies Window Help 


Toggle Bookmarks %#B lfece 
Sort By > 





ee 
+ 
OB Open Connection Quick Connect 


New Bookmark 


4) History b 
eam =(0)4) (001g 





©) DA-6400.local. - FTP 
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Two types of VNC server compressed transmission formats supported 





Two types of compressed transmission formats are now supported with the VNC server function, enabling transmission volumes to 
be reduced to 1/10-1/20. This enables meters and time counters to be displayed with smooth movement even on networks with slow 
transmission speeds. 


“None” added to REC FILE FORMAT menu FILE NAME setting 


“slorie”” has been added to the F HAME setting on the FE PILE FORME T menu page. 
Files recciet with this setting will Be fated as follows. 


T[take number]_[3-digit number]_[2-digit channel number].wav 





Examples: T001_001_01.wav T002_001_01.wav 
T001_001_02.wav T002_001_02.wav 
T001_001_63.wav T002_001_63.wav 
T001_001_64.wav T002_001_64.wav 





SNTP menu page now shows current date and time 


The SH TF menu page now shows the current date and time in order to make the status of time synchronization with an NTP server 
easier to confirm. 


SNTP Ata 
or] ee bat Sh ED e  L 
CURRENT TIHE ea gg eae a 
HTP SERVER ntp.nict. ip 
UPDATE TIHE ROP t Oe Rea 
TIME ZONE +#09:00 
DST SETUP Disable 





Current folder name added to INFORMATION screen 


The IHFORHMAT 4 screen now shows the current folder name. 


INFORMATION 


Ta 
eee Mareccrernnn 


i) ee 
eee aera tt 


2015/04/06 16:27 
eS DA Files 





Marks added automatically at buffer overflows during recording 


A mark is now set ee if a buffer overflow occurs during recording at the time it occurs. 
These marks are named ELIF 
Audio will be recorded as ailewes until the buffer overflow ends. 


Change in display when Master Clock is not locked. 


When the DA-6400 is not locked to the selected Master Clock, the Home screen display has been changed from “Blinking Green indica- 
tor” to “Blinking Red indicator on Red background” in order to make this state easier to recognize. 


Track Names and other metadata added to BEXT chunk data of BWF files 
Track Names and other metadata will now be added to the BEXT chunk data of BWF files. 


iXML chunk data of Track Names and other metadata added to BWF files 
The iXML chunk data of Track Names and other metadata will now be added to BWF files. 
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New functions in firmware version 1.50 


The following new functions have been added in firmware version 1.50. 


@ A TRACK NAMES function has been added that allows the recording files for each track to be named as desired. 


TRACK NAMES function added 


A TRACK NAMES function has been added that allows the re- 
ec as ior each track to be named as desired. 
Use the | KE HARES and& PRHOR = items add- 
ed to the F REC FILE FORMAT menu u page to make settings. 


REC FILE FORMAT 
REC FUNCTION 
ee 
REC Fs 
et 


Date/Tine 


EDIT TRACK NANES Ps 


TRACK NAMES 





TRACK NAMES MODE 
This sets the TRACK NAMES function operation mode. 


F (default): Track names will not be added to recording 
file names. 

4: Track names will be added to ee ney names ac- 

eecing to the settings on the E PRICE HANES 


screen. 
NOTE 
IfanEbiT TEACE HARMES screen track name setting is 
enol trackn names will not : aCe to pe reroneng file names 
evenifthe TRACE HARES MODE isQik. 


ane track names for each channel 


1. Selecté RRCE, a Het menu, sand sas the 
MULTI JOG dial to pen ‘thee TRACE MAME‘ screen. 


TMT eee 


ae a 
te 
ie 
eat ae 
tae 
ete 
eee ee 





2. Turn the MULTI JOG dial to select the channel for which 
you want to change the track name, and press the MULTI 
JOG dial to open a screen where you can edit the track 
name of the selected channel. 


CHANNELO] TRACK NAME 9 syiet: cars ON/OFF 
bs 





For details about how to edit names, see “Editing text” in “4 
— Recording” of the Owners Manual. 


The following types of track names cannot be input because 
they cannot be distinguished from track numbers. 


® Two-digit numbers (example: 01) 


@ Names that end with an underscore followed by a 
two-digit number (e.g. Mic_01) 

@ Names that start with a two-digit number followed by an 
underscore (e.g. 01_ Mic) 


@ Names that include a two-digit number preceded and 
followed by underscores (e.g. Mic_01_sub) 


If you input a track name like Mls ann eS the MULTI JOG 
dial after moving the cursor to ENTER : the following mes- 
sage will appear. 


CHANNELO4 TRACK NAME syiet: cars ON/OFF 


f CLOSE: EXIT |hp4| 


Cannot use This Track Mane. 


nn? » <nm_-> » <"_nn> » <-_nn_-> 
Will be confused with track number. 





The following types of track names can be input. 
@ “-01": Hyphen with a two-digit number 
@ “001”: Three-digit number 
@ “1”: Single-digit number 
@ “Mic01”: English letters followed by a two-digit number 
without an underscore 


@ “Mic-01”: English letters followed by a hyphen and a 
two-digit number 


@ “01Mic”: A two-digit number followed by English letters 
without an underscore 


@ “Mic01_sub”: A two-digit number that is not preceded and 
followed by underscores (“_nn_” format) 


@ “Mic_01sub”: A two-digit number that is not preceded and 
followed by underscores (“_nn_” format) 


e If a set track name violates these rules, that name will be au- 
tomatically changed according to the following rules during 
startup or when importing system data. 

“an” =» “-nn" 
“en! ® “.-nn 
“nn_... ™® “nn-...” 
“een...” “ne...” 
(nn: two-digit number) 
If this occurs, the INFO indicator ula oe os ae ne am 
lowing message will appear on an BLERT [HFORMATION 
screen. 
This alert message will not appear again after being con- 
firmed once. 


ALERT INFORMATION a 


Sone TRACK WANE settings changed as followings, 
because these will be confused with track nuaber. 


ae = rT 
".. on a ee Ts 
oe = SS 

"on aaa "..-on-—" 
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Recording file name format when TRACK NAMES 
MODE is ON 


When TRACK MANES MODE 


IAMES MODE is OH, recorded files will be named 

with the following format. 

Tnnn_<name>_TTT_tt_<TrackName>.wav 

nnn: Number 

<name>: Name according toFED FILE FORHHT screen 
riLE HHME setting 

TTT: Number 

tt: Track number 

TrackName: Track name 


Examples: 
@ File name when the channel 32 track name is “fii Ai” 
T001_20170501-203015 001 32 MicO1.wav 


@ File name when the channel 33 track name is “fui tar” 
T001_20170501-203015 001 33 _Guitar.wav 


DA-6400 units operating with a version earlier than 1.50 can- 
not recognize files with track names as part of the same take. 
Files with track names will be mistakenly treated as takes 
with only one file. 

If you want to play back takes that include files with track 
names update that DA-6400 unit to firmware version 1.50 or 
later. 

Do not add track names to take file names if you want to play 
back takes on a DA-6400 unit using a firmware version earlier 
than 1.50. 
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New functions in firmware version 1.40 


The following new functions have been added in firmware version 1.40. 


@ The TASCAM IF-AN16/OUT analog output interface card is now supported. 


TASCAM IF-AN16/OUT analog output interface card support added 


The TASCAM IF-AN16/OUT analog output interface card is now 
supported. 

If installed in SLOT 1 or eOl “ of this unit, the following ap- 
pears on the =LOTi or sLtit= menu page. 


SLOT2 (IF-ANIGOUT : Analog OUT) 





e The IF-AN16/OUT cannot be set as this unit's master clock. If 
you try to set it, the following pop-up message will appear. 


i CLOSE: EXIT 


Cannot Select IF-AN160UT 
as MASTER CLOCK 





e nD IF- ee is installed, replacing a slot card, or ‘= 
TERE F settings are imported, the IF- AN16/OUT could 
Sonne set S Mprseeily as the master clock. 


If this occurs, the master clock setting will automatically be 
switched to [riterria i and the INFO indicator will light red. 
In this state, the following message will appear if you open 
the IHFORMAT ION screen. After confirming this message 
once, it will not appear again. 


ALERT INFORMATION 


Cannot use IF-AN16/0UT as HASTER CLOCK. 
HASTER CLOCK changed to Internal. 





If an input signal is are eae er ne tor! in wie ae IF- a 6/ 

OUT 5 installe d and the PREEE ERE seins S page SIG 

KERR I » item is set tol ithe | INFO indicator will ee 
' me i ” . a "will 





appearonanERROk [| H PORT TI TOM screen. 


ERROR INFORMATION 


SLOT1 has no signal. 





de ee net want oun error ee 0 ea ae the 


= pageHll BIGMHL ERROR CHEE item to 





Adjusting output levels 


You can adjust the output levels of the IF-AN16/OUT to suit the 
connected devices. All 16 channels can be adjusted individually 
or together. 


1. Select ae LOT LorsLor = menupageliifrPuil AT- 
ve and ae ihe MULTI JOG aah to open the 
HP TEN settings list for that slot. 





SLOT2 (IF-ANIGOUT : Analog OUT) 





[SLOT 2 page] 


SAA ie eee mel tees 

OTe 

ar TU 
OUTPUT 
OUTPUT 
OUTPUT 
ee 
OUTPUT 
EEE 


[OUTPUT ATTENUATOR setting list] 





Li 


Turn the MULTI JOG dial to select the channel you want to 
adjust, and press the MULTI JOG dial to open the OUTPUT 
ATTENUATOR setting adjustment screen. 


Oe The N e000 ee ewes elt 


a a is 


ee 





[OUTPUT ATTENUATOR setting adjustment screen] 


3. SelecttheEGIT MODE item, and turn the MULTI JOG dial 
to set how the values are changed. 
Press the MULTI JOG dial to move the cursor to the next 
item. You can also use the. and / buttons to move the 








cursor. 
Option Meaning 
Pnidividual Change settings for 1 channel at a 
(default value) time. 





Change settings for all 16 channels 
at the same time. 





Change settings for multiple desig- 
nated channels at the same time. 














> 


Adjust the us levels. 
Options: Et (default value) — 


4.1 EDIT MODE:When EDIT MODE is ! 





ce (0. aie 


RPO OMe WM seers 


ee Individual 


OUTPUT 01 





The output channel selected in step 1 is shown in this 
election on the left side. 

Turn the MULTI JOG dial to change/set the output level. 
Press the MULTI JOG dial to open the OUTPUT ATTENUA- 
TOR setting list screen. 


4.2. EDIT MODE: When EDIT MODE is HLL. 
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Reel ae Asie Mellin lll me Wm Mtn eee ok 


eT A i 
OUTPUT 01-16 
* + not matched 





Turn the MULTI JOG dial to change/set the output level 
for all channels. 


Press the MULTI JOG dial to set all channels to the output 
level shown and open the OUTPUT ATTENUATOR setting 
list screen. 


4.3 EDIT MODE: When EDIT MODE isBRTOCH SETUP 
SP Pe Laem woe 


om BATCH SETUP 


RANGE SELECT | sas 


ee Pee te 3 
*¥ + not matched 





lige SELECT appears on the left side of the second 


Use the MULTI JOG dial or <4 and PF! buttons to move 
the blue cursor, and turn the MULTI JOG dial to set the 
starting and ending channel numbers for the range you 
want to adjust. 

Move the blue cursor to the GUTFLT ATT. item atthe 
very bottom, and turn the MULTI JOG dial to change/set 
the output level for all channels. 

Press the MULTI JOG dial to set the selected channels to 
the output level shown and open the OUTPUT ATTENUA- 
TOR setting list screen. 


e WhentheED TT MODE item is set toHLL, the OUTPUT 01 
setting is shown for the output value. 


e WhentheEbiT MODE itemissettoBHTCH SETUP 





item is shown for the output value. 


e If the setting values of the channels being adjusted do not 
match, an * will be shown at the end of the output level 
value. If the setting values of all the channels being adjusted 
match, no * will be shown. 
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New functions in firmware version 1.30 


The following new functions have been added in firmware version 1.30. 


@ DA-6400 Control iPad remote control app support added 
@ TASCAM IF-AE16 AES/EBU interface card support added 


@ Function added to synchronize with SMPTE timecode and play the current take 


@ VAMPING mode added to repeat playback function modes 


@ Function added to set the input and output signal routing for each individual channel 


@ On/off setting added for NO SIGNAL error checking function 


@ Function added that requires pressing and holding the button to stop recording 


TASCAM DA-6400 Control iPad remote control app support added 
The TASCAM DA-6400 Control iPad remote control app is now supported. 


TASCAM IF-AE16 AES/EBU interface card support added 


The TASCAM IF-AE16 AES/EBU interface card is now supported. 
If installed in oO 1 or SEOT: “ of this unit, the following ap- 
pears onthe SLOT i or sLO7T= menu page. 


OG ed | ee Td lL 


ie 





CLOCK LINE 


If the slot with the IF-AE16 card installed is selected to be the 
clock master for the unit, this selects the signal line to use as 
the clock master. 


CLOCK LINE 


CLOCK LINE 





e When the slot with the IF-AE16 card eralice’ is eee 
to be the eee master, you can also set the £: LTE 
item on ee E screen that opens from the & 
page MASTER item. Moreover, if the cit with thie 
IF-AE1 6 installed | is salecied to be the clock master, lee can 
also change the setting by moving the cursor to HF FL‘ and 
pressing the MULTI JOG dial. 





CLOCK & Slo: MOVE Cursor 


Wiha iLOT? 4 


CLOCK LINE AES 1-2 
APPLY 





Ifthe SFL item is set to 4 for a signal line, it cannot be se- 
aca as ethic master elec: In this case, the following pop-up 
window appears. A confirmation pop-up message appears.A 
confirmation pop-up message appears. 


i CLOSE: EXIT 


SLOT? AES 1-2 : SRC On 


Cannot select as Master clock. 








SRC 
This turns the sample rate converter on/off for each signal 
line 
Options: 
NOTE 
e = cannot be set to {iH for the signal line selected as the 


master clock. In this case, the following pop-up window 
appears.A confirmation pop-up message appears. 


ere ie a ae atl 
~ — A - CLOSE: EXIT 
Cannot turn SRC On. 


SLOT? AES 135-14 is already 
Haster Clock. 





If an IF-AE16 is installed, depending on the main unit 5Fo 
item setting and clock master setting, an error described as 
“SRC for the IF-AE16 signal line selected as the CLOCK MAS- 
TER is ON” could c occur. 

In this case, the S&( item for that signal line will be turned 
off sifomcnelie ane the INFO indicator will light red. In this 
situation, press the INFO button to open the following alert 
message. Once this has been confirmed, it will disappear. 


ALERT INFORMATION 


IF-AE16 Clock Setting Error. 


oa) | ea ao a ere) 
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e The INFO indicator lights red when an error has occurred Unlocked: The input signal is not synchronized with the main 
with the IF-AE16 input signal. In this situation, press the INFO unit. 
button to show the following information. Note that even if no signal: There is no input signal. 
there is an error with the input signal, it will not mute. not audio: The input signal Cbit data is “not audio”. 


Dual Line: The input signal Cbit data is “Dual Line”. 
ERROR INFORMATION 


or] 0 a ee 
AES 1-2 {Unlocked > 


AES 3-4 {no signal} 
AES 5-6 {not audio} 
ere der ee | 





Function added to synchronize with SMPTE timecode and play the current take 


A function has been added to play the current take synchro- When set to LiF F, after being synchronized once the input 
nized with the SMPTE timecode input through the TIMECODE timecode is opored and the unit operates in free run mode. 
IN connector on the back of the unit. When set to fH, rechasing will start when the Ale hs 
ATi Hl page has been added to the menu for this function. tion n inaccuracy. exceeds the threshold level set on the Tf 
Setting timecode synchronized playback — (neces eel 


ie ee Tc RECHASE THRESHOLD 


. SHE page to make timecode synchronized play- . 
back settings This sets the synchronization inaccuracy threshold used to 
start rechasing. 


TC SYNC 


c a TC RECHASE THRESHOLD 
TC CHASE OFFSET eae bate 
TG RECHASE HODE a 
TG RECHASE THRESH a a = 


ei ache ee 8 





TC CHASE MODE 





Options: | ot rane, iframe, {frame (default) aframe, 
Turn timecode synchronized operation on/off. afr ame 
[reat Cl) Procedures fot emichronized playback 
1. Make the take to use for synchronized playback the current 
CHASE MODE : take. 
Okeke a eee 2. Doone of the following to start synchronized operation. 
@ Press the Il [CHASE] button while pressing and hold- 
Options: (iF F (default value), © ing the SHIFT button on the front of the unit. 

NOTE @e Setthe Tl SYHC page Tl CHASE NODE item ton. 
You can also press the Ill [CHASE] button while pressing and If the unit was iopned when this is turned on, the unit 
holding the SHIFT button on the front of the unit to turn it enters playback standby. 
on/off. At this time, the a indicator on the Home Screen changes 

TC CHASE OFFSET to the il indicator and blinks. The take number display on 


A timecode offset can be set for the input timecode. the Home Screen also disappears. 


3. When input timecode starts during playback standby, the 


Se SS unit will automatically start playback, and the iil indicator 
on the Home Screen will stop blinking. 
CHASE OFFSET E00 :00:00.00 If the input timecode does not match the current take, 
audio output will not be ae 
Ifthis happens, ia bake &b current Lime willap- 


pear in the Eien name display area on the Hone Screen. 
OUEST 0h PS 





TC RECHASE MODE 
This turns on/off the resynchronization function for when 
synchronization becomes inaccurate during timecode syn- 
chronized playback. 


iE 





TC RECHASE MODE If the input timecode matches the current take, its audio 
will be output and the take name will appear in the take 
mise ets oan ATS name display area on the Home Screen. 





F (default value), & 


Options: 
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nolemater ees 


at 





4. During timecode synchronized playback, press the Mi but- 
ton to stop playback. 


At this time, the ie indicator on the Home Screen will blink. 
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5. When stopped, press the ® or Ill [CHASE] button to start 
timecode synchronized playback. 


6. Doone of the following to turn synchronized operation off. 


@ Press the Il [CHASE] button while pressing and hold- 
ing the SHIFT button on the front of the unit. 


e set the TC SYHE page TC CHASE MODE item to 





At this time, the ik 
the Hal indicator. 


indicator on the Home Screen reverts to 


VAMPING mode added to repeat playback function modes 


JHMF THig has been added to the repeat playback function 
modes. 





OntheFLEY SETLIF menu page, the following three options 
have been added for the REFEHT MUQGE item. 
Option epen Meaning 

icon 





(default value) FS Repeat playback is not used. 





fr] Normal repeat playback is used. 





This is the new repeat playback 
eel function mode added with this 
update. 











Operation in VAMPING REPEAT MODE 


When set to this mode, the current take will be played back 
repeatedly regardless of the FLH') FOQDE screen setting. 
During repeat playback, press the B button* to automatically 
move to the next take and repeat playback after playing the 
current take to its end. 


* In addition to the front panel button, parallel, serial, or net- 
work control can be used to start playback. 





When this mode is active, Ed is added to the repeat icon on the 
Home Screen. 

During repeat playback, after the B button is pressed the 
repeat icon Ed will blink until playback of the next take starts. 
When playback of the next take starts, the Ed will stop blinking. 


e If the B Button is pressed during playback of the final 5 sec- 
onds of the current take, the following message is displayed, 
and that take will be repeated from its start to end one more 
time before proceeding to play the next take. 

In this case, the Ed will start blinking after returning to the 
beginning of the take. 


f CLOSE: EXIT 


Cannot exit Vanping Repeat now. 


Current Take will repeat once more; 
then continue to the next take. 





e While waiting to move to the next take (when Edis blinking), 
operations including stopping, pausing, searching/backward, 
skipping and jumping to marks will cancel moving to the 
next take, and the current take will continue to repeat play- 
back. 

In this case, the Ed will stop blinking. 


Function added to set the input and output signal routing for each individual channel 


Input signal routing can now be set per channel. Output signal 
ne can ie now be ay pee ean 

The | ROUTING oka. iT RO 
es have been replaced by aROLiT Tr 


POEL ? menu pag- 
46 page for ines functions. 





ROUTING 


OUTPUT ROUTING 





Setting input signal routing 
Follow these steps to set input signal routing. 


1. Openthe ROUTING page and selectthe fHFUT EOQUTTHE 
item. Then, press ie MULTI JOG dial to open a DHRL 
fe iy settings list. 





Naiman atone ne ace 


ate on 
ea a SLOT1-03 
Mate oLOT1-04 


te SLOT1-05 
ie 3LOT1-06 
eat oo eg 
eae me 





| [Mia settings list 
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When an interface card with less than 64 input signal chan- 
nels is installed, the names of unavailable input connectors 
appear gray. 
For example, if an IF- ne e ee wD x 0 epaliels! is in- 

Fé items will appear gray. 


INPUT ROUTING Pe ee 


Maa 
te 
ie 
eae 
te 
ete 
eae 





2. Turn the MULTI JOG dial to select the channel felon want 
to set, ane press the MULTI JOG dial to open the ! 
2 ij setting screen. 


li ee ee OE rege Mara: [EL = arte 


EDIT MODE ie 


ales SLOT1-01 IN 





WTI setting screen 


3. SelecttheEGIT MODE 
changed. 
Press the MULTI JOG dial to confirm the EDIT MODE and 
move the cursor to the next item. You can also use the << 
and PF! buttons to move the cursor. 


item and set how setting values are 


Option 
Tridiuidusal (default): Change settings for one channel 
at atime. 


‘LOE: Change settings for eight channels at a time. 





E TUF: Set a group of multiple channels to be 
changed at the same time. 


4. Operations differ according to the selected EDIT MODE. 
@ individual selected 
NOS CULES CRT Cohen =a 


om Individual 
ahh | 





The name of the channel selected in step 1 appears to the 
left of the selection area. 
Turn the MULTI JOG dial to select an nape ener 


opuens 





12 28 Poston) 


Press the dbp 7c dial to confirm the setting value and 
epRe the IMFUT ROUTTHt setting list. 


@® Bch ELOLCE selected 
li ee ee OER le kk ol: MOVE Cursor 


EDIT MODE Sch BLOCK 


CHANNEL 01-086 SLOT1 





An 8-channel block that includes the channel selected in 
step 1 appears to the left of the selection area. 
Turn the MULTI JOG dial to select an input signal block. 
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SLOT? 49-56,5L0T2 57 4 (1 6 options) 
Press the eee JOG aoe to oan the setting value and 
feepen the IHFUT ROUT THI setting list. 


@GHTCH SETUP selected 
0 Tsithee a KR Sl : MOVE Cursor 
UO OLN CR Dees ea eM eh a 


ee eae ee oe 


RANGE SELECT OL eee 0 es 
APPLY 





iHGE SELECT appears to the left of the selection area. 
pies She MULTI JOG or k@é< and FI buttons to move 
the blue cursor, and turn the MULTI JOG to set the follow- 
ing values. 


@ First and last numbers of the range of channels for 
which you want to change settings 
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@ Slot number and input connector starting number for 
the input signal you want to route 


Move the blue cursor to HF FL‘ and press the MULTI JOG 
dial to open a pop-up confirmation message. 


Move Sie Ta 
HOWE Fast 


OK: ENTER 
2) CANCEL: EXIT 


—-— INPUT ROUTING a 


Tren ae 0e 00 CR eT ieee oe 


set (SLOT1 01-64 IN] to (CCH1-64]" 





When the confirmation pop-up message is open, press 
the MULTI JOG dial to change to setting the diag se- 
oe iee. omnes at the same time, and reopen the I MFUT 
Fe iy setting list. 

When the confirmation pop-up message is open, press 
the EXIT [PEAK CLEAR] button to close the message. 


Setting output signal routing 
Follow these steps to set output signal routing. 


1. 


ROUTING 
INPUT ROUTING 





] the F 3 page and select the { PLT 
en Then, Press the MULTI JOG dial t D open na 
LTE fi settings list. 


- = 4LI 2) ee 
elUn a UN Mn 101000) (cpmeet ete ee eee ea 


sLOT1-02 et 
SLOT1-03 ee 
CHANNEL 
ete 
ee 
ete 
ea oe 


SLOT1-04 
oa 
SLOT1-06 
SLOT1-07 
om) 





LIT ING settings list 


When an interface card with less than 64 output signal chan- 
nels is installed, the names of unavailable output connectors 
appear gray. 

For example, if an IF-AE16 card with 16 I/O channels is in- 
stalled in SLOT1, the SLUTi- 
items will appear gray. 


i? OUT to SLOT 1-64 OUT 


oe a a I 
SHIFT+MUL TI JOG § SKIP PAG 


CHANNEL 
et 
CHANNEL 
CHANNEL 
CHANNEL 
et 
CHANNEL 


eee een cee 





Turn the MULTI JOG dial to select the output connector 
ice want i set, ara press the MULTI JOG dial to open the 


lz setting screen. 
UN Ne eee ec rege Mr [EL] =a arte 


a a Ir Zz 
nel 


SLOT1-01 OUT 





LIT TN setting screen 


ce 


4. 


Option 


Select the EG IT NUDE item and set how setting values are 
changed. 
Press the MULTI JOG dial to confirm the E MODE and 


move the cursor to the next item. You can alk use the << 
and FI buttons to move the cursor. 


cual (default): Change settings for one channel 
at a time. 
LUCE: Change settings for eight channels at a time. 
E TUF: Set a group of multiple channels to be 
changed at the same time. 





Operations differ according to the selected EIT MODE. 


selected 


UNO eee ec reas ra [EL] =a arte 


EDIT MODE 2 


SLOT1-01 OUT ale 





The name of the output connector selected in step 1 
appears to the left of the selection area. 


Turn the MULTI JOG dial to select an sae signal. 
Options: CHHHHEL 81 -CHAHMEL 6&4 (64 options) 


Press the eet JOG oo ig | cnn the setting value and 
beeen the ( iP ROH iy setting list. 


“ selected 


UNO eee ec rege ra [EL =a arte 


a 
SLOT1 01-06 OUT 


Gch BLOCK 





An 8-channel block that includes the output connector 
selected in step 1 appears to the left of the selection area. 
Turn the MULTI JOG dial to select an pone ee block. 


epuen 





(8 options) 
Press the mur eS dial By count the setting value and 
reopen the [) F iy setting list. 


ae i ie selected 


ee eae ee on 
01 -64:CHO1-64 


APPLY 


RANGE SELECT 





HMGE SELECT appears to the left of the selection area. 
press ihe MULTI JOG or @< and FI buttons to move 
the blue cursor, and turn the MULTI JOG to set the follow- 
ing values. 


@ Slot number and first and last numbers of the range 
of output connectors for which you want to change 
settings 

@ First number of the channel you want to route 

Move the blue cursor to HFFL'? and press the MULTI JOG 

dial to open a pop-up confirmation message. 
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is a Te i an : ee ic ela) 


. OK: EXTER 
?) CAHCEL: EXIT 


--- OUTPUT "ROUTING ——— 
set (CH1-64] to (SLOT1 01-64 OUTT? 





When the confirmation pop-up message is open, press 
the MULTI JOG dial to change to setting the og 
ose enamels at the same time, and reopen the { 
PLT Fe iy setting list. 

when ne conninotion pop-up message is Open, press 
the EXIT [PEAK CLEAR] button to close the message. 


On/off setting added for NO SIGNAL error checking function 


We have added a setting that stops thera #19na 
appearing so you can use the main unit without inputting an 
audio signal (when using it as a dedicated playback device, for 
example). 

ie 2ceen EoRaE eee been ‘ d de d fod 
PREFERENCES menu page. it Esilows the HO = TGHHAL error 
esfingetion function to be turned on/off. 





PREFERENCES Bee arta 
PHONES HONITOR HODE a 
PEAK HOLD TIHE Paso 
HETER HODE 64ch 
ts Ai 


AULA] oa ee 8 OW 


NO SIGNAL ERROR CHECK 


ee a 0 





DHE screen 


1” error from 


Options 
(iM (default value): When the unit determines that the 
input signal connection has been inter- 
rupted, meu INFO Aiicleaael i. red, 





message, (or example, appears. 


ERROR INFORMATION 


SLOT1 has no signal. 





: Even when no audio input signal is COREG, the 
oe eieator will not light red, and an ER RUE [Me 
FORME T TOM screen will not appear. Use this eehing 
when you want to use the main unit without input- 
ting an audio signal (when using it as a dedicated 
playback device, for example). 


Function added that requires pressing and holding the button to stop recording 


In order to prevent recording failures due to misoperation, a 
function has been added that requires pressing and holding the 
button to eed aed eul 


menu page to set the — aad hold to stop eoocine anchor: 


REC OPTIONS Bee ete 
AUTO FILE INCREMENT roe 
AUTO HARK a 
PAUSE HODE SPLIT 





FEC OPTIONS page 


REC STOP/PAUSE MODE 





REC STOP“PAUSE MODE screen 


Options 
HORMAL (default): 
Press the Mf or Ill [CHASE] button during recording to 
a or pause recording immediately. 


Press and hold the @ or Il [CHASE] button for three 
seconds during recording to stop or pause recording. 


Ifthe Mi or I [CHASE] button is pressed for less than 
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three seconds, recording will continue and the follow- 
ing message will appear. 


Cannot Stop RECORD. 


To Stop: Press and Hold. 





This function only affects STOP/PAUSE operations from the 
following control sources. 


@ Front panel 

@ USB keyboard 

@ Parallel connector 

@ Keyboard via VNC viewer 


STOP/PAUSE commands from RS-422 or Telnet will stop or 
pause recording regardless of the setting of this function. 
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New functions in firmware version 1.21 


The following new functions have been added in firmware version 1.21. 


@ Support for the TASCAM IF-DA64 Dante interface card 


Support for the TASCAM IF-DA64 Dante interface card 


The TASCAM IF-DA64 Dante interface card is now supported. 


If you install this card in er 1or oor 2, me following informa- 


tion will appear on the SLT i or Lor menu page. 


SLOT? (IF-DA64 : Dante) 





Owner's Manual Addendum 


FTP connection settings note 


STATUS 
al snow ie IF-DA64 operation status. 
PS 1 IF-DA64 is operating normally 
&: The IF-DA64 is not operating normally 


@ Please set the configuration for number of simultaneous connections to 1. 


@ Depending on the FTP client application, two simultaneous connections with this unit might be possible, but files might not be trans- 
ferred correctly, so you should not use two or more simultaneous FTP connections with this unit. 


Function explanation additions and changes 


@ On page 9 in “Playlist function supported,’ two items 
related to the cascade function have been added. 


@ On page 20 in “Support for timecode synchronized play- 
back of all takes in the current folder, restrictions and setting 
examples related to the cascade function have been added. 


@ The”. ” character can no longer be input for the HRCHINE 
MANE setting added in firmware version 2.00. This informa- 
tion has been added in a note on page 23 in“Changing the 
MACHINE NAME”’ 


@ Two input prohibition rules for track names have been added 
to the explanation of the TRACK NAMES function added in 
firmware version 1.50. On page 25, the content of “TRACK 
NAMES function added” now includes these added rules. 


@ In firmware version : 30, the FULL FORMAT menu function 

has been renamed F MAT OO] iE. 
This change should Sieg be sumed when fading “Pre- 
paring SSD/HDD drives and USB flash drives for use” of “3 — 


Preparation” in the DA-6400/DA-6400dp Owner's Manual. 


@ The following has been added to “Preparing SSD/HDD drives 
and USB flash drives for use” of “3 — Preparation” in the DA- 
6400/DA-6400dp Owner's Manual. 


e The writing speeds of SSDs and other storage media that use 
flash memory tend to slow as the media is repeatedly used 
for writing. 

When the writing speed slows, negative impacts on record- 
ing might occur. 

Using the unit's FULL FORMAT (ERASE) function should 
restore the writing speed of an SSD.* 

For this reason we recommend using the FULL FORMAT 
(ERASE) function at the following times. 





@ When writing has completely filled the media 
@ At regular intervals (about once per month) 
@ Before making important recordings 


* Writing speed might not be restored depending on the 
condition of the SSD (including malfunction and age). 


e m me connie =von ey ap message that appears before 
FULL FORMAT CERASE? execution, the expected amount 
arene secured For formatting appears as shown below. 


OK: EHTER 
CAHCEL: EXIT 


--- FULL FORMAT --- 


FORMAT S50/HDD? 


HAX time + about ? minutes 
This will erase all data on SSD/HUD 





The actual time required could be longer depending on the 
state of the SSD drive, so we recommend using this function 
when you have plenty of time. 


@ The following has been added to “Settings for IF-MA64/EX 
and IF-MA64/BN cards” of “4 — Recording” in the DA-6400/DA- 
6400dp Owner's Manual. 


OU (reer el ee) ee rt ee 


b4ch-/s2ch 
48K Frane 
HADI COAXIAL EQUALIZER | 


We A 
2xFs NADI OUTPUT FRAHE 





When IF-MA64/EX installed 


MADI COAXIAL EQUALIZER (same for both IF-MA64/EX and IF- 
MA64/BN) 
Set the equalizer for MADI COAXIAL input signals. 
When an IF-MA64/EX or IF-MA64/BN is connected and a 
low-voltage MADI COAXIAL signal source or long BNC cable is 
being used, proper ae is not eo SO netnes: 
im ae case, try settinghHil CORALHL EMUHLIZER to 


Sotionetl | (default), © get 
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Document corrections 


@ The following error related to the IP SETUP screen has been 
corrected in “Network function settings” of “7 — Internal Set- 
tings” in the DA-6400/DA-6400dp Owner's Manual. 


MODE item default value correction 


Incorrect: STHT IC (default), RUT 
Correct: STHTIC, AUTO (default) 


@ The NOTE under “Remote control (Telnet)” of “7 — Internal Set- 
tings” in the DA-6400/DA-6400dp Owner's Manual contained 
an error that has been fixed. 


Correction of second NOTE item 
Incorrect: Telnet connection is not possible when the E #~ 
TERNAL Cortkerol itemis set toLQilk onthe 
LOCK SETUP screen. lf the setting is changed 
to LUCE when there is a Telnet connection, the 
connection will be interrupted. 

Correct: When theESTERMAL Cornirdl item is set to 
LOCK onthelLOlk SE TLF screen, Telnet con- 
nection is possible, but Telnet cannot be used 
to control this unit or change its settings. If the 
setting is changed to Lf’ — when there is a Telnet 
connection, the connection will not be interrupt- 
ed, but Telnet will not longer be able to control 
this unit or change its settings. 








@ The “List of keyboard operations” of “11 — Other Settings, In- 
formation Screens and Keyboard Operations” in the DA-6400/ 
DA-6400dp Owner's Manual contained an error that has been 
fixed. 


Full keyboard 
Enter key 
Incorrect: Same as pressing the MULTI JOG dial 
(add/delete mark) 
Correct: Same as pressing the MULTI JOG dial 
(add mark) 


Numeric keypad (transport operations only) 
Enter key 
Incorrect: Same as pressing the MULTI JOG dial 
(add/delete mark) 
Correct: Same as pressing the MULTI JOG dial 
(add mark) 


@ The table of setting items saved and loaded with system 
backup data in “Exporting/importing system backup data” 
of “11 - Other Settings, Information Screens and Keyboard 
Operations” in the DA-6400/DA-6400dp Owner's Manual 
contained errors that have been fixed. 
































Incorrect 

Screen name Page name Setting item 
Correct 

Screen name Page name 
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